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Smoke detector SMK WS01 9/24V 

 
Stand-alone high sensitive smoke gas and temperature sensor, ready for assembly, 
WS01 wireless. Mechanically resistant body and support, shock and vibration proof. 

 

     Specification 

           

           
 

Alarm output WS01          Wireless 
           

 

 

 

 Sampling frequency Once every 3 seconds 
Confirmation Frequency Once every 2 seconds 
Alarm Activation 3 consecutive sensed alarm signals needed to trigger 

detector Alarm Supply Voltage 24 V DC with 9 V back up 
Quiescent Current 30 µA at 24 V DC  

 Switch-on Surge 

Current 

215 µA at 24 V DC 
Alarm Voltage 5 V DC 
Holding Voltage 7 V DC  
Minimum Voltage 6 V DC (min.) 
Charging Current 250 mA 
Li Ion Battery Capacity 250 mAh 

 

 

 

 Alarm temperature 77 – 83 °C 

  
Temperature Range - 20 °C to + 80 °C (no condensation or icing) 
Humidity 0 - 95 % relative humidity (no condensation) 
Ingress Rating IP 22D in accordance with EN 60529 

 
 
 

Dimensions (D x H) 

 

 

Sensor:  
Assembling base: 

124 mm x 40 mm 
128 mm x   4 mm 

UN ECE Certificate E13*10R00*10R05*14364*00  
 

 
 
 
 
 


